NOTE: THIS IS A MAINTENANCE ADVISORY MESSAGE AND HAS NOT, REPEAT, HAS NOT, BEEN TRANSMITTED TO UNITS SUBORDINATE TO ADDRESSES. ADDRESSES SHOULD IMMEDIATELY RETRANSMIT THIS MESSAGE TO ALL SUBORDINATE UNITS, ACTIVITIES OR ELEMENTS AFFECTED OR CONCERNED.

SUBJECT: MAINTENANCE ADVISORY MESSAGE NO. UH-1=76-9, REPLACEMENT GLASS WINDSHIELDS FOR UH-1B/C/D/H/M AIRCRAFT

PAGE 2 RULNEAA1955 UNCLAS

1. AS A RESULT OF RECENT ENGINEERING/PROCUREMENT ACTIONS; UH-1B/C/D/H/M PLEXIGLAS WINDSHIELD ASSEMBLIES P/N 224-333-466-43, NSN 1562-00-466-7283 WILL NO LONGER BE PROCURED; REPLACEMENT WINDSHIELDS WILL BE MADE OF GLASS AND DESIGNATED AS FOLLOWS:

   Left/Left: P/N NP124481-1, NSN 1562-00-433-7321
   Right/Right: P/N NP124481-2, NSN 1562-00-433-7374

2. THE NEW GLASS WINDSHIELDS ARE DIRECTLY INTERCHANGEABLE AND ARE TO BE INSTALLED ON AN ATTRITION BASIS ONLY. IT IS NOT REQUIRED THAT THEY BE INSTALLED AS A PAIR; I.E., EITHER LEFT OR RIGHT SIDE MAY BE INSTALLED INDIVIDUALLY.

3. DUE TO THE INCREASED WEIGHT OF THE GLASS WINDSHIELD INSTALLED (6 TO 8 POUNDS PER SIDE) IT IS RECOMMENDED THAT A WEIGHT AND BALANCE CHECK BE MADE TO ASSURE THE CG2 POSITION IS WITHIN THE ALLOWABLE RANGE AS PER APPLICABLE TECHNICAL MANUAL.

4. STANDARD MAINTENANCE PROCEDURES AS PER PARAGRAPH 3-14 OF TM 95-150-224-237 ARE TO BE OBSERVED IN CLEANING AND PROTECTING THE GLASS WINDSHIELDS. SPECIAL PRECAUTIONS OTHER THAN THOSE PROVIDED IN THE ABOVE MANUAL ARE NOT REQUIRED.

5. FORMAL INSTRUCTIONS SIMILAR TO THOSE PROVIDED FOR THE PLEXI-
GLAS WINDSHIELDS WILL BE INCORPORATED INTO THE APPROPRIATE MAINTENANCE MANUALS THROUGH NORMAL MANUAL REVISION CHANNELS.